
+SMOOTHER ADJUSTMENT 
The Instant Height Adjustment Clutch of the Hercules PLUS Series guitar 
stands allows for quick, easy and secure positioning.

+MORE ADAPTABLE
With the included N.I.N.A. Adapters, Hercules PLUS Series Guitar Stands 
accommodate a wider range of instruments.

+ENHANCED STABILITY
The re-imagined Footpad of Hercules PLUS Series Guitar Stands 
maximize friction to prevent sliding.

EXPONENTIALLY BETTER
The AGS PLUS Series

IT ALL ADDS UP TO

TRUST



Hercules guitar stands are designed with best-in-class features to provide the ultimate in durability and stability 
both on and off stage. The new “PLUS Series” is the next evolution in Hercules design ingenuity offering smoother 
adjustments and greater adaptability while enhancing overall strength and stability. We made the best better. 

The AGS 
PLUS Series
Shared Features

Upgraded Auto Grip System
Is designed to accommodate more 
guitar neck sizes including classic, 
acoustic, electric and bass guitars.

N.I.N.A.™
Narrow Instrument Neck Adjustment 
adapters are specially designed to 
reduce the distance between the AGS 
arms to accommodate narrow neck 
instruments from min. 28 mm (1.10") 
like banjos and mandolins.

Instant Height Adjustment
Clutch 
Adjusts stand height quickly, easily and 
securely.

GS412B PLUS
40 mm - 52 mm (1.57" - 2.05")

855 mm - 1,075 mm (33.6"- 42.3")
1.7 kg (3.7 Ibs)
320 mm (12.6") 
15 kg (33 Ibs) 

740 mm x 110 mm x 170 mm (29.1" x 4.3" x 6.7")
1 pair N.I.N.A.™

GSP39WB PLUS
105 mm (4.1")
7 kg (15.4 Ibs)

Wall mount with screws
1 pair N.I.N.A.™

GSP39SB PLUS
105 mm (4.1")
7 kg (15.4 Ibs)
Slatwall mount
1 pair N.I.N.A.™

GS414B PLUS
 40 mm - 52 mm ( 1.57" - 2.05")

950 mm - 1,150 mm (37.4" - 45.2")
1.88 kg (4.1 lbs)
310 mm (12.2") 
15 kg (33 Ibs) 

710 mm x 155 mm x 110 mm (27.9" x 6.1" x 4.3")
1 pair N.I.N.A.™

GS415B PLUS
 40 mm - 52 mm ( 1.57" - 2.05")

 960 mm - 1,150 mm (37.8" - 45.3")
2 kg (4.1 lbs)

320 mm (12.6") 
15 kg (33 Ibs) 

685 mm x 110 mm x 100 mm (27" x 4.3" x 3.9")
1 pair N.I.N.A.™

Model
Nut Width Range

Height
Weight

Base Radius
Load Capacity

Folded Size
Accessories

GSP38WBK PLUS,        GSP38WB PLUS
105 mm (4.1")
7 kg (15.4 Ibs)

Wood base wall mount with screws
1 pair N.I.N.A.™

Model
Arm Length

Load Capacity
Mounting

Accessories

GSP40WB PLUS
275 mm (10.8")
7 kg (15.4 Ibs)

Wall mount with screws
1 pair N.I.N.A.™



IT ALL ADDS UP TO

TRUST

Specially Formulated 
Foam Rubber 
Fully protects your instrument and 
prevents unwanted movement.

Upgraded Foot Pads 
Maximizes the grip between the stand 
foot and the ground to provide greater 
stability. 

Adjustable Folding Back Rest 
The multi-angle folding back rest 
supports a wide variety of instruments 
and folds up securely for travel.
*Only on GS415B PLUS, GS422B PLUS
GS432B PLUS, GS526B PLUS

Foldable Auto Grip System Yoke
Supports a wide variety of instruments 
and folds up securely for travel. 
*Only on GS415B PLUS, GS422B PLUS, 
GS432B PLUS, GS526B PLUS

GSP40SB PLUS
275 mm (10.8")
7 kg (15.4 Ibs)
Slatwall mount
1 pair N.I.N.A.™

GSP40HB PLUS
275 mm (10.8")
7 kg (15.4 Ibs)
Gridwall mount
1 pair N.I.N.A.™

GSP40B PLUS
275 mm (10.8")
7 kg (15.4 Ibs)

Pegboard mount
1 pair N.I.N.A.™

GSP50HB PLUS
285 mm (11.2")
7 kg (15.4 Ibs)
Gridwall mount
1 pair N.I.N.A.™

GSP50SB PLUS
285 mm (11.2")
7 kg (15.4 Ibs)
Slatwall mount
1 pair N.I.N.A.™

GS422B PLUS
 40 mm - 52 mm ( 1.57" - 2.05")

  905 mm - 1,130 mm (35.6" - 44.5")
2.6 kg (5.7 lbs)
430 mm (16.9") 
20 kg (44 Ibs) 

 780 mm x 130 mm x 115 mm (30.7" x 5.1" x 4.5")
1 pair N.I.N.A.™

GS432B PLUS
 40 mm - 52 mm ( 1.57" - 2.05")

  905 mm - 1,130 mm (35.6" - 44.5")
2.98 kg (6.6 lbs)
430 mm (16.9") 
30 kg (66 Ibs) 

 780 mm x 150 mm x 150 mm (30.7" x 5.9" x 5.9")
1 pair N.I.N.A.™

GS526B PLUS
 40 mm - 52 mm ( 1.57" - 2.05")

1,500 mm - 1,900 mm (59" - 74.8")
 5.4 kg (11.9 Ibs)
530 mm (20.9") 
40 kg (88 Ibs) 

 1,220 mm x 160 mm x 160 mm (48" x 6.3" x 6.3")
2 pair N.I.N.A.™

Model
Nut Width Range
Height
Weight
Base Radius
Load Capacity
Folded Size
Accessories



STANDS 
YOU
CAN
TRUST

www.herculesstands.com


